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» High Resolution Immersion Scanning System
* Ultrasonic A-scarB-Scan,& C-Scan.

* Anynumber of Gates

* Amplitude, Time of Flight, and other features
» Digital Recording and D at a Play-back

* Advanced DatanalysisPackage

* ImageAnalysisPackage

* Automated defect sizing and distributiplotting.
* Automated RepofBereraion

. * Grain Dsgtribution
* Customizable « InclusionDetedion

» Defectimaging

e Bond Line QA
e Spot Weld Image

» FiberOrientation
* Paosty

e Deamination

* Impact Damage

e Modulus Image
e LossFactor Image




R&D departments from industrygovem- |
ment, and academia have a need to invess
tigate the volumetric characteristics Of -
materials, components, test coupons, etc,]
for achieving various objectiveisicluding :
manufacturing process optimization, defect

and anomaly imaging, elastic modutiear | | .
surements, NDT proceduredablishmen, | ™ =t ‘

can fin

correlation studies of NDHEneasuremerts
with damage medhaniss, among others.
Thecurrent dedructive assy methods such as optical microscqesare tedious,
time-consuming and often provide limited informationly on the surface.
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A turnkey solution is provided by Dhvani Resealtwdt tincludes amutomated
multi-axes computer controlled scanning systermy@nmanipulatorultrasonic
pulser andeceivemwith built-in digitizeralong with a useifriendly and powerful
dataanalysisand imagenalysis softwaréhat opens new avenues fareaearch-
er. The software provides
an automated measure-
ment and sizingnodule
for generatingcustomized
reports. Typically flatand
cylindrical objects can be
analyzed using standard
version of SHRUTI. For &
more complex shaped ok
jects, customizedsolutions
can also be provided.




Info@dhvani-research.com

www.dhvani-research.com



